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Data Logger 
 

 4 input channels  

 Up to 16,000 data records of measurements  

 12 bit resolution  

 Real time clock  

 Scanning period from 10 seconds to 24 hours 

 Non-volatile memory  

 USB or RS232 connection to PC  

 Software for data processing and printing  

 LED display of measured values  

 Power supply: 220 V AC  

 Panel Mount 
 

The device is designed for measurement and data backup for different process parameters such 

as temperature, relative humidity, pressure, level, etc.  Data are stored in non-volatile memory and can 

be transferred to a PC for analysis, visualization and processing. 

 

Up to 4 values can be measured and archived. The type and number of measured values are 
determined by client.  

 
Options are as follows: 

- Temperature:     from Pt100 sensors or thermocouples J, K, S  
- Pressure:     from pressure transmitters  
- Relative humidity  
- Level from hydrostatic, ultrasonic or radar sensors 
 

Setting the parameters for the operation of the device  ( period of scanning, Start / Stop ) is done 

through the front panel keypad or PC. The measured values are visualized on 2 lines of LED 

indicators. 

 

The device can be used in two modes: 

- Data transmission to PC for visualization and real-time recording  

- Accumulation of data in memory and download to PC on demand  

 

Available software for communication with the device, download the data and processing in 

graphical or tabular form. 

 

 


